
Tollway Standard Drawing Revisions

Section A Roadway / Pavement
Standard Modification Summary Effective: 03/11/15

All Revised detail descriptions to match Tollway Coded Pay Items 
Updated drawings to follow IDOT highway standard levels

A1 Concrete Pavement Repair Full Depth
Eliminated transverse contraction joint in repair section and note 4.
Note 3. Changed "Epoxy Grout" to "Chemical Adhesive"
Note 5. Added "Patch shall meet existing cross section materials"
Note 7. Deleted "Fiberboard" from bond breaker type
New Note 9. Placement of tie bar for the longitudinal sawed joint 

A2 Pavement Repair
Deleted partial depth, crack and joint repair details, legend items and general notes
Changed "Tack Coat" to "Asphalt Prime Coat"

A3 Asphalt Pressure Relief Joints 
Retired drawing details

A4 Butt Joints and Temporary Asphalt Wedge
Added minimum dimension to Butt Joint, Type I
Changed "Tack Coat" to "Prime Coat"
Changed "Temporary Transverse Butt Joint" to "Temporary Asphalt Wedge-Transverse"
Changed "Temporary Longitudinal Butt Joint" to "Temporary Asphalt Wedge-Longitudinal"
Temporary Asphalt Wedge-Deleted Notes 1 and 2; Renumbered note 3 to 1 and 4 to 2

A5 JPC Pavement 12" or Less
Sheet 1 & 2 Changed "Asphalt Base Course" to " Stabilized Subbase"

Sheet 1 Deleted Note 2; Renumbered notes 3 to 2 ; 4 to 3 and 5 to 4.
Sheet 1 New Note 5. Placement of tie bar for the longitudinal sawed joint per IDOT

A6 JPC Pavement 13"
Sheet 1 & 2 Changed "Porous Granular Embankment" to " Subgrade Aggregate"
Sheet 1 & 2 Changed "CA-6 Aggregate Cap" to " Stabilized Subbase"

Sheet 1 Deleted Note 2; Renumbered notes 3 to 2 ; 4 to 3 and 5 to 4
Sheet 1 New Note 5. Placement of tie bar for the longitudinal sawed joint per IDOT

A8 2-Lane CRC Pavement (With Lug System)
A9 3-Lane CRC Pavement (With Lug System)

A10 4-Lane CRC Pavement (With Lug System)
A11 5-Lane CRC Pavement (With Lug System)
A13 CRC Pavement (With Lug System); CRC Roadway Transition Pavement

Changed "Asphalt Base Course" to "Stabilized Subbase"
Changed "Pressure Relief Joint" to "Expansion Joint"
Deleted Slope grades from pavement Section A-A
Bonded Preformed Joint Seal to match pay item description

A13 Added Note 12.
A8-A11 Deleted note 3; Renumbered notes 4-8.

A14 Jointing Plan Entrance Ramp Terminal
Modified ramp longitudinal joint spacing from " 8' " to " 8' + 1' "
Revised note 1. Added "Tollway Standard A7"

Sheet 1 Added Note 7 to correspond with RDC updates
Revised Detail A to extend 2' stub 100' parallel to longitudinal construction joint.

Sheet 1 & 2 Added 600' dimension between P.T. and 4' stub
Sheet 2 Added Note 6 to correspond with RDC updates

A15 Jointing Plan Exit Ramp Terminal 
Modified ramp longitudinal joint spacing from " 8' " to " 8' + 1' "
Revised note 1. Added "Tollway Standard A7"

Sheet 1 Added Note 7 to correspond with RDC updates
Revised Detail A to extend 2' stub 40' parallel to longitudinal construction joint.
Revised Detail B to extend 2' stub 60' parallel to longitudinal construction joint.

Sheet 1 & 2 Added 220' dimension between begin ramp baseline and 4' stub
Sheet 2 Added Note 6 to correspond with RDC updates

A16 Jointing Plan Parallel Exit Ramp Terminal
Sheet 1 Modified ramp longitudinal joint spacing from " 9' " to " 9' + 2' "

Revised Detail A to extend 2' stub 40' parallel to longitudinal construction joint
Revised Detail B to extend 2' stub 60' parallel to longitudinal construction joint

Sheet 1 & 2 Revised dimension between begin ramp baseline and 2' stub to 240'
Revised auxiliary lane width from 11' to 12' to match RDC

Sheet 1 & 2 Changed D=3o to R=1909.86' to correspond with RDC updates
Revised note 1. Added "Tollway Standard A7"
Revised note 6. Deleted second sentence
Added Note 8 to correspond with RDC updates

Sheet 2 Revised note 4. Deleted second sentence
Added Note 6 to correspond with RDC updates

A17 Jointing Plan Parallel Entrance Ramp Terminal
Sheet 1 Modified ramp joint spacing from " 9' " to " 9' + 2' "

Revised Detail A to extend 2' stub 50' parallel to longitudinal construction joint.
Sheet 1 & 2 Revised dimension between end ramp baseline and 2' stub from 275' to 300'

Revised auxiliary lane width from 11' to 12' to match RDC
Sheet 1 & 2 Changed D=3o to R=1909.86' to correspond with RDC updates

Revised note 1. Added "Tollway Standard A7"
Revised note 5. Deleted second sentence
Added Note 8 to correspond with RDC updates

Sheet 2 Revised note 4. Deleted second sentence
Added Note 7 to correspond with RDC updates
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