S.P. 1111

S.P. 111.2

e pavement patching,
« planting of woody landscaping materials, and
» ditch and pond cleanings if the soil is not redeposited on the site.

if a single project involves a cumulative land disturbance of one (1) acre or more,
such as building demolition or building/facility construction at multiple locations,
an erosion control plan and an NPDES permit is required.

All projects have evaluated the need for erosion and sediment control (and any
additional right-of-way necessary to accommodate their implementation) as part
of the preparation of the Contract Documents and have incorporated the
appropriate information to address the identified needs in the Plans. Included in
the Plans are information identifying the types of erosion and sediment control
practices to be used, the locations in which they will be applied, and when they
should be applied in relation to the sequence of construction operations. The
sequence of construction operations may not have been specified in the Contract
Documents. Rather, the application of erosion and sediment control measures in
refation to the specific stages of construction that may expose soil wherever
those stages occur can be described. Locations for use of practices such as
perimeter silt fence and ditch checks may be specified or shown as appropriate.
The location and design for non-routine practices are indicated in the Plans.

NPDES PERMIT NO. ILR10
NOT USED

STORM WATER POLLUTION PREVENTION PLAN
1. Site Description.

The following is a description of the construction activity which is the subject of
this plan:

a. Project location:

The work under this contract shall be performed along the Tri-
State Toliway (1-94) between M.P. 21.86 and M.P. 26.25 in Cook
County and Lake County, lllinois.

b. Description of the construction activity

The following project activities will involve earth disturbance,
which requires storm water pollution prevention:

Guardrail installation

Minor grading at selected light poles

Foreslope repair at 5 locations, which will disturb a tota! of
7,182 square feet
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» Minor grading behind proposed gutter.

The total area of the construction site is estimated to be 102
acres.

The total project area of the site that it is estimated to be disturbed
by excavation, grading, or other earth disturbing activilies is 0.44
acres.

The drainage systems which receive stormwater discharge from
the project are owned by the lllinois Toliway.

The primary stream and/or tributary which receives runoff from the
site is the West Fork of the North Branch of the Chicago River.
The flow path for storm water generally is collected by storm
sewer which is outletted to roadside ditching and carried to the
stream/tributary described above. There are many isolated
wetland areas in the existing ditches but are outside the limits of
construction except where noted on the plans.

2. Controls.

This section of the plan addresses the various controls that will be implemented
for each of the major construction activities described in 1b above. For each
measure discussed, the contractor that will be responsible for its implementation
as indicated. Each such contractor has signed the required certification on forms
which are attached to, and are part of, this plan.

)
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Erosion and Sediment Controls.

Stabilization Practices. Provided below is a description of interim
and permanent stabilization practices, including site specific
scheduling of the implementation of the practices. Stabilization of
disturbed areas must, at a minimum, be initiated immediately
whenever any clearing, grading, excavation or other earth
disturbing activities have permanently ceased on any portion of
the site, or temporarily ceased on any portion of the site and will
not resume for a period exceeding 14 calendar days. Stabilization
of disturbed areas must be initiated within 1 working day of
permanent or temporary cessation of earth disturbing activities,
and shall be completed as soon as possible but not later than 14
days from the initiation of stabilization work in an area. Where
construction activity will resume on a portion of the site within 14
days from when activities ceased, then stabilization measures do
not have to be initiated on that portion of the site by the 1st day
after construction activity temporarily ceased.
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Where the initiation of stabilization measures by the 7th day after
construction activity temporarily or permanently ceases is
precluded by snow cover, stabilization measures shall be initiated
as soon as practicable,

Temporary Stabilization with Straw Mulch shall be used for the
above purpose.

Structural Practices. Provided below is a description of structural
practices that will be implemented, to the degree attainable, to
divert flows from exposed soils, store flows, or otherwise limit
runoff and the discharge of pollutants from exposed areas of the
site. Such practices may include silt fences, earth dikes, drainage
swales, sediment traps, check dams, subsurface drains, pipe
slope drains, ditch checks, level spreaders, storm drain inlet
protection, rock outlet protection, reinforced soil retaining systems,
gabions, and temporary or permanent sediment basins. The
installation ot these devices may be subject to Section 404 of the
Clean Water Act.

Description of Structural Practices:
Initial Construction

Inlet covers shall be installed as needed during prestage work to
prevent debris from entering the storm sewer.

During Construction

Stripping of existing vegetation and topsoil and all grading
operations will be conducted in a manner that limits the amount of
exposed area at any one time,

When slopes are finished to final grade they will be stabilized with
the permanent vegetation or by use of Temporary Stabilization
with Straw Mulch.

All drainage structures will be provided with inlet covers as
needed to prevent debris from entering the storm sewer.

Post Construction

Inlet covers shall be removed when construction is completed or
when no debris can no longer enter the inlet.

Permanent Storm Water Management Controls.

No permanent storm water management controls to be installed
as part of the projec
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Other Controls.

0]

(i)

(i)

(iv)

W

(vi)

(vii)

Non-Hazardous Waste Disposal shall conform to Article
202.03 of the Standard Specifications. No solid materials,
including building materials, shall be discharged into
Waters of the State, except as authorized by a Section 404
parmit.

Non-storm water discharges are prohibited, including
concrele, wastewater from concrete washout areas;
release of oils, curing compounds, or other construction
materials; fuels, other poliutants used in vehicle and
equipment operation and maintenance; soaps, solvents;
detergents; or any other pollutant that could cause water
pollution.

Hazardous Waste Disposal shall conform to Article
107.19(a) of the |llincis Tollway Supplemental
Specifications.

Sanitary Waste Materials. The Contractor shall not create
or allow unsanitary conditions. All personnel involved with
construction activities must comply with state and local
sanitary or septic system regulations. Temporary sanitary
facilities will be provided at the site throughout the
construction phase. They must be utilized by all
construction personnel and serviced by a commercial
operator. Portable toilets must be securely anchored and
are not allowed within 30 feet of stormwater inlets or within
50’ of a Water of the U.S.

Off-Site Vehicle Tracking. Where the contractor's
equipment is operated on any portion of the traveled
surface or structures used by traffic on or adjacent to the
section under construction, the contractor shall clean (not
flushing) the traveled surface of all dirt and debris at the
end of each day’s operations, or more frequently if directed
by the Engineer.

Fugitive Dust Control: The Contractor shall control fugitive
dust emissions due to construction activities as necessary
and directed by the Engineer. Repetitive treatment shall be
applied as directed to accomplish control based on site
and weather conditions.

Vehicle/Equipment Storage, Cleaning and Maintenance.
Construction vehicles will be inspected frequently to
identify any leaks; leaks will be repaired immediately, or
the wvehicle will be removed from site. If minor
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vehicle/equipment maintenance must occur on site, repairs
and maintenance will be made within an approved staging
or storage area or other approved location to prevent the
migration of mechanical fluids to watercourses, wetlands or
storm drains. Spill response equipment shall be readily
available when performing any vehicle or equipment
maintenance. When not in use, vehicles and equipment
utilized for construction operations will be staged outside of
the regulatory floodplain and away from any natural or
created watercourses, ponds, drainage-ways or storm
drains.

Cleaning of vehicles and equipment is discouraged and
will be performed only when necessary to perform repairs
or maintenance. Cleaning of vehicles and equipment with
soap, solvents or steam shall not occur on the project.
Vehicle and equipment wash water shali be contained for
percolation or evaporative drying away from storm drain
inlets or watercourses.

3. Maintenance.

The following is a description of procedures that will be used to maintain, in good
and effective operating conditions, vegetation, erosion and sediment control
measures and other protective measures identified in this plan:

* The Contractor will assign an Erosion and Sediment Control Manager
(ESCM}) to the project. This person is required to have taken an approved
sediment and erosion control training course. His duties will be to
supervise the maintenance of Erosion & Sediment Control measures and
implementation of this plan.

¢ Inlet Protection: Remove sediment from inlet filter baskets when basket is
25% full or 50% of the fabric pores are covered with silt. Clean filter if
standing water is present longer than one hour after a rain event. Clean
sediment or replace silt fence when sediment accumulates to one-third
the height of the fabric. Remove trash accumulated around or on top of
inlet protection device. When filter is removed for cleaning, replace fabric
it any tear is present.

* Temporary Erosion Control Seeding: Reapply seed if stabilization hasn't
been achieved. Temporary and permanent seeding and planting will be
repaired when inspection identifies bare spots and washouts that require
corrective action.

* Erosion Control Blanket: Repair damage due to water running beneath
the blanket and restore blanket when displacement occurs. Reseeding
may be necessary. Replace all displaced blanket and restaple.
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¢ Material Delivery & Storage: Document the various types of materials
delivered and their storage locations in the SWPPP. Update the SWPPP
any time significant changes occur to material storage or handling
locations and when they have been removed. Cleanup spills immediately.
Remove empty containers.

e Solid Waste Management: Designate a waste collection area(s) and
identify them in the SWPPP. Inspect inlets, outfalls and drainageways for
litter, debris, containers, etc. Observe the construction site for improper
waste disposal. Update the SWPPP any time the trash management plan
significantly changes. Correct items discarded outside of designated
areas.

» Vehicle and Equipment Fueling, Cleaning and Maintenance; Cleanup
spills immediately. Contractor must provide documentation that spills
were cleaned, materials disposed of, and impacts mitigated. Update the
SWPPP when designated location has been removed, relocated, added
or requires maintenance. In the event of a spill into a storm drain,
waterway or onto a paved surface, the owner of the fuel must immediately
act to contain the spill. Once contained, clean up the spill. As an initial
step this may involve collecting any bulk material and placing it in a
secure container for later disposal. Follow-up cleaning will also be
required to remove residues from paved or other hard surfaces.

¢ Temporary Concrete Washout: Do not discharge wastewater into the
environment (Note: acidity, not particulates, is environmentally
detrimental). Facilitate evaporation of low volume washout water. Clean
and remove any discharges within 24 hours of discovery. If effluent
cannot be removed prior to anticipated rainfall event, place and secure a
non- collapsing, non-water collecting cover over the washout facility to
prevent accumulation and precipitation overflow. Replace damaged liner
immediately. Remove washout when no longer needed and restore
disturbed areas to original condition. Properly dispose of solidified
concrete waste,

4, Inspections.

The Engineer will be responsible for conducting inspections. The Contractor shall
be notified when inspections are to take place and shall have a representative
present during the inspection. A maintenance inspection report wili be completed
after each inspection. A copy of the report form is to be completed by the
inspector and to be maintained on site.

Qualitied personnel shall inspect disturbed areas of the construction site which
have not been finally stabilized, structural control measures, and locations where
vehicles entar or exit the site. Such inspection shall be conducted at least once
every seven (7) calendar days and within 24 hours of the end of a storm that is
0.5 inches or greater or the equivalent snowfall. Inspections may be reduced to
once per month when construction activities have ceased due to frozen
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conditions. Weekly inspections shall recommence when construction activities
are resumed.

Disturbed areas and areas used for storage of materials that are exposed to
precipitation shall be inspected for evidence of, or the potential for, pollutants
entering the drainage system. Erosion and sediment control measures identified
in the plan shall be observed to ensure that they are operating correctly. If repair
is necessary, it will be initiated within 24 hours of the completion of the inspection
report. Where discharge locations or points are accessible, they shall be
inspected to ascertain whether erosion control measures are effective in
preventing significant impacts to receiving waters. Locations where vehicles
enter or exit the site shall be inspected for evidence of off-site sediment tracking.

Based on the results of the inspection, the description of potential pollutant
sources identified in section 1 above, and pollution prevention measures
identified in section 2 above, the Storm Water Pollution Prevention Plan shall be
revised as appropriate as soon as practicable after such inspection. Any changes
to this plan resulting from the required inspections shall be implemented within
saven (7) calendar days following the inspection.

A report summarizing the scope of the inspection, name(s), qualifications of
personnel making the inspection, the date(s) of the inspection, major
observations relating to the implementation of this Storm Water Pollution
Prevention Plan, and actions taken in accordance with section 4.b, shall be made
and retained as part of the plan for at least three (3) years after the date of the
inspection.

Reports of violations of the SWPPP and illicit discharges should be reported to
the lllinois Tollway Environmental Unit at environment@getipass.com. For
additional inquiry, contact (630) 241-6800 ext. 4222. The Ilinois Tollway
Environmental Unit will coordinate any potential violations directly with the {EPA.
In addition, the CM will provide a written submission to the lilinois Tollway
Environmental Unit and the project files within five days summarizing the
incident(s) angd actions taken.
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Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included In this plan.

Waters used to wash vehicles or control dust where detergents are not
used.

Pavement wash waters where spills or leaks of toxlc or hazardous
materials have not oscurred (unless spllled materials have been
removed) and where detergents are not used.

Irrigation dralnages.

Uncontaminated ground water,

Foundation or footing drains where flows are not contaminated with
process materlals, such as solvents.

6. Inventory for Pollution Prevention Plan.

The materials or substances listed below are expected to be present on site
during constructlon (Yo be filled in by Contractor).

Concrete Curing Compound

Aggregates
Ultra Low Sulfur Diese! Fua!

Asphalt Emutsion

Oxygen/Acetylene

Concrete

7. Splil Prevention - Materlal Management Practices.

The following are the materlal management practices that will be used to reduce
the risk of spills or other accldental exposure of materlals and substances to
storm water runoff.

Good Housekeeping:

The following good housekeepling practices will be followed on site during the
constrtiction project:
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An effort will be made to store on-site only enough praduct required to do
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B, Non-Storm Water Discharges.

The {following non-stormwater discharges may combine with storm water
discharges that are treated by the measures Included in this ptan.

* Waters used to wash vehlicles or contro! dust where detergents are not
used.

« Pavament wash waters where spliis or leaks of toxic or hazardous
materials have not occurred (unless spliled materials have been
removed) and where detergents are not used.,

o |rrigation drainages.

* Uncontaminated ground water,

» Foundation or footing drains where fiows are not contaminated with
process materials, such as solvents.

6. Inventory for Pollution Prevention Plan,

The meterlals or substanoes listed below are expected to be present on site
during construction (To be filled In by Contractor).

Aor) ©_

7. Spill Prevention - Materlal Management Practices.

The following are the materlal management practices that will be used to reduce
the risk of spills or other accldental exposure of materials and substances to
storm water runoff,

Gaod Housekeeping:

The following good housekeeping practices will be followed on site during the
construction project:

» An efiort will be made to stare on-site only enough product required to do
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5, Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included In this plan.

» Waters used to wash vehicles or control dust where detergents are not
used.

» Pavement wash waters where spills or leaks of toxic or hazardous
materials have not occurred {unless spilled materials have been
removed) and where detergents are not used.

o |rrigation drainages.

¢ Uncontaminated ground water,

+« Foundation or footing dralns where flows are not contaminated with
process materials, such as solvents,

6. Inventory for Pollution Prevention Plan,

The materlals or substances listed below are expected to be present on site
during construction (To be filled In by Contractor).

N/A

7. Splll Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of spllls or other accldental exposure of materials and substances to
storm water runoff.

Good Housekeeping:

The following good housekeeplng practices will be followed on site during the
construction project:

. An effort will be made to store on-site only enough praduct required to do
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5., Non-Storm Water Digcharges.

The following non-stormwater dlscharges may oombine with storm water
discharges that are freated by the measures included in this plan.

« Waters used to wash vehicles or control dust where detergents are not
used,

» Pavement wash waters where spllis or teaks of toxic or hazardous
materials have not occurred (unless spliled materlals have been
removed) and where detergents are not used.

¢ Irtigation drainages.

» LUncontaminated ground water,

¢ Foundatlon or footing drains where flows are not contaminated with
process materlals, such as solvents.

6. Inventory for Pollution Prevention Pian.

The materlals or substances listed below are expscted to be present on site
during construction (Fo ba filled in by Contractor).

n/a

7. Splii Prevention - Material Management Praotices.

The following are the materlal management practices that will be used to reduce
the risk of spllis or other accidental exposure of materials and substances to
storm water runoff,

Good Housskeeping:

The following good housekeeping practices will be followed on site during the
construction project:

. An effort will be made to store on-site only enough product required to do
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5. Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included in this plan.

* Waters used to wash vehicles or contro! dust where detergents are not
used.

+ Pavement wash waters where spilis or Isaks of toxic or hazardous
materials have not accurred (unless spilled materials have been
removed)} and where detergents are not used.

* lrrigation drainages.

* Uncontaminated ground water,

» Foundation or footing drains where flows are not contaminated with
process materials, such as solvents.

6. inventory for Pallution Prevention Plan.

The materials or substances listed below are expected to be present on site
during construction (To be filled in by Contractor).

N/A

7. Spiil Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of spills or other accidental exposure of materials and substances to
storm water runoff,

Good Housekeeping:

The foliowing good housekeeping practices will be followed on site during the
construction project:

. An effort will be made to store on-site only enough product required to do
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6. Non-Storm Water Dlscharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures Included in this plan.

*» Walsrs ussd to wash vehicles or control duat where detergents are not
used.

» Pavement wash waters where spills or leaks of toxic or hazardous
materlals have not ocourred (unless spilled materlals have baen
removed) and where detergents are not usad,

< |rrigation drainages.

» Uncontaminated ground water,

» Foundation or footing drains where flows are not contaminated with
process materials, such as sclvents,

6. Inventory for Pollution Prevention Plan.

The materials or substances listed below are expeoted to be present on site
during construction (To be fllled In by Contractor).

7. Splil Prevention - Materlal Management Practices.

The following are the material management practices that will be used to reduce
the risk of spllls or other accidental exposure of materlals and substances to
storm water runoff,

Good Housekeeping:

The following good housekeseplng practices will be followed on site during the
construction project:

* An effort will be mads te store on-site only enough product required o do
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&8 Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included in this plan.

¢ Waters used to wash vehicles or control dust where detergents are not
used.

» Pavement wash waters where spllis or leaks of toxic or hazardous
materials have not occurred {unless spilled materials have been
removed) and where detergents are not used.,

¢ [rrigation drainages.

* Uncontaminated ground water.

» Foundation or footing drains where flows are not contaminated with
process materlals, such as solvents.

6. Inventory for Pollution Prevention Plan.

The materlals or substances listed below are expected to be present on site
during construction (To be filied in by Contractor).

Longitudinal Joint Sealant- ProTack

7. Spill Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of spills or other accidental exposure of materials and substances to
storm water runoff,

Good Housekeeping:

The following good housekeeping practices will be followed on site during the
construction project:

. An effort will be made to store on-site only enough product required to do
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5, Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included n this plan.

» Waters used to wash vshicles or controt dust where detergents are not
used.

+ Pavement wash waters where spllls or leaks of toxic or hazardous
materials have not occurred (unless spilled malterials have been
removed) and where detergents are not usad,

« lrrigation drainages.

* Uncontaminated ground water.

» Foundation or footing drains where flows are not contaminated with
process materials, such as solvents,

6. Inventory for Pollution Prevention Plan.

The materlals or substances listed below are expected to be present on site
during construction (To be filled in by Contractor).

| Givpmes” Fuslp o1t
HA M Aspiaef

7. Splil Prevention - Materlal Management Practices,

The following are the material management practices that will be used to reduce
the risk of spilis or olher accidental exposure of materials and substances to
storm water runoff,

Good Housekeeping:

The following good housekeeping practices wiil be followed on site during the
construction project:

. An effort will be made to store cn-site only enough product required to do
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5. Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included In this plan.

* Waters used to wash vehicles or control dust where detergents are not
used,

+ Pavement wash waters where spllis or leaks cf toxic or hazardous
materials have not occurred (uniess spilled materials have been
removed) and where detergents ars not used.

¢ Irrigation dralnages.

¢ Uncontaminated ground water,

¢ Foundation or footing drains where flows are not contaminated with
process materials, such as solvents.

8. Inventory for Poliution Prevention Plan.

The materials or substances listed below are expected to be present on site
during construction (To be filfed in by Contractor),

Die gg!! - E:vd forf

+ractors

7. Splil Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of spills or other accldental exposure of materials and substances to
storm water runoft,

Good Housekeeping:

The following good housekeeping practices will be followed on site during the
construction project:

» An effort will be made to store on-site only enough product required to do
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Non-Storm Water Discharges,

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included in this ptan.

Waters used to wash vehicles or control dust where dstergents are not
used.

Pavement wash waters where spills or leaks of toxic or hazardous
materials have not occurred (unless spilled materials have been
removed) and where detergents are not used.

irrigation drainages.

Uncontaminataed ground water,

Foundation or footing drains where flows are not contaminated with
process materlials, such as solvents.

6. Inventory for Poliution Prevention Plan.

The materials or substances listed below are expected to be present on slte
during construction (To be filled In by Contractor).

St Pl
T i

BLLA Kef]

7. Splil Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of splils or other accidental exposure of materials and substances to
storm water runoff.

Good Housekeeping:

The following good housekeeping practices will be foliowed on site during the
construction project:

L
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5, Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included in this plan.

* Waters used to wash vehicles or control dust where detergents are not
used.

» Pavement wash waters where spiils or leaks of toxic or hazardous
materials have not occurred (unless spilled materials have been
removed) and where detergents ars not used.

+ [rrigation drainages.

* Uncontaminated ground water.

+ Foundation or footing dralns where flows are not contaminaled with
process materials, such as solvents.

6. Inventory for Pollution Prevention Plan.

The materials or substances listed below are expected to be present on site
during construction (To be filled In by Contractor).

N/A

7. Spill Prevention - Materlal Management Practices.

The following are the material management practices that will be used to reduce
the risk of spills or other accidental exposure of materials and substances to
storm water runoff,

Good Housekeeping:

The following good housekeeping practices wlill be followed on site during the
construction project:

¢ An effort will be made to store on-site only enough product required to do
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5. Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included In this plan.

e Waters used to wash vehicles or control dust where detergents are not
used,

¢ Pavement wash waters where spllls or leaks of toxic or hazardous
materials have not occurred (unless spllled materiais have been
removed) and where detergents are not used.

¢ |rrigation drainages.

+ Uncontaminated ground water.

» Foundation or fooling dralns where flows asre not contaminated with
process materlals, such as solvents,

6. Inventory for Pollution Prevention Plan.

The materlals or substances listed below are expected to be present on site
during construction (To be fllled in by Contractor).
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Czairele Concrete KBetander
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7. Spill Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of spills or other accidenta! exposure of materials and substances to
storm water runoff.

Good Housekeeping:

The following good housekeeping practices will be followed on site during the
construction project;

. An offort will be made to store on-site only enough product required to do
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8.  Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are trealed by the measures included in this plan,

» Watars used to wash vehicles ot control dust where detergents are not
used.

» Pavement wash waters where spifls or leaks of toxic or hazardous
materials have not occurred (unless spitled materials have been
removed) and whers detergents are not used.

¢ Irrigation dralnages.

* Uncontaminated ground water.

»  Foundation or footing drains where flows are not contaminated with
process materials, such as solvents.

6. Inventory for Pollution Prevention Plan.

The materlals or substances Nsted below are expected to be present oh site
during construction (To be fllled In by Contractor).

7. Spill Prevention - Materlat Management Practices.

The following are the materlal management practices that will be used to reduce
the risk of spills or other accidental exposure of materials and substances to
storm water runoff.

Good Housekeeping:

The following good housekeeping practices will be followed on site during the
construction project:

) An offort will be made to store on-site only enough product required to do
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6. Non-Storm Water Discharges.

<

The ‘following non-stormwater dischatges fiay combine with storm water
dlscharg::ﬂthat dre h-eate@:i by the measures included in thla?plan.

 Waters used to wash vehicles or control dust where detergbnts are riot
used.

* Pavement wash waters where ,_P{;la or leaks of toxic or hézafdous

materlals have not occurred (uniéss epilied matéfials have heen

removed) and wheré detergents are fot used.
+ Jtrigation drainages.
o Uncontaminated ground water,

» Foundation or footing drains where flows' are not'cdntaminated ‘With
process materlals, such a solvents,

8. Inventory for Poliution Prevention Plah.

The materials, or aubstances listed helow are expected to ba predent on site
duﬁn'[gnqonair‘ﬂ‘qucn (To ba filled In b?‘ ceo:tractor).

Xﬁ‘m ~Mie  ConeRETd

|\bte Broo Corwe (Mtawe

7. §plil Prevention - Materjal Management Practices.

The following ére the material management practicés that will be;used 1o raduce
the risk of spills or other accldental exposire of materjals gnd substances to
stobm water runoff,

Good Housskeaping:

The following good housekeeping practices will be followed on site during the
construction project:

’ An effort will be made to store on-sité only enough product required to do

Addentium No.2
Contract RR-16-4277R J-18G July 313 2018




Avchon

5. Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures Included In this pian,

» Waters used to wash vehicles or control dust where detergents are not
used.

+ Pavement wash waters where spilis or leaks of toxic or hazardous
materlals have not occurred (unless spilled materlals have been
removed) and where detergents are not used,

e lrrigation drainages.

+ Uncontaminated ground water.

* Foundatlon or footing drains where flows are not contaminated with
process materials, such as solvents.

6. Inventory for Pollution Prevention Plan.

The materiais or substances listed below are expected to be present on site
during construction (To be filled In by Contractor).

-S:Jﬂy /gzd_-ig K?r.r84cs
égﬁ*_‘le_,g L. 24 Seordeas

7. Splll Prevention - Material Management Practices.

The following are the material management practices that will be used to reduce
the risk of spllls or other accldental exposure of materials and substances to
storm water runoff.

Good Housekeeping:

The following good housekeeping practices will be followed on site during the
constructlon project:

» An effort will be made to store on-site only enough product required to do
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Non-Storm Water Discharges.

The following non-stormwater discharges may combine with storm water
discharges that are treated by the measures included in this plan,

Waters used to wash vehicles or control dust where detergents are not
used.

Pavement wash waters where spilis or leaks of toxic or hazardous
materials have not occurred (unless splilsd materials have been
removed) and where detergents are not used.

Irrlgation drainages.

Uncontaminated ground water.

Foundation or footing drains where flows are not contaminated with
process materlals, such as solvents,

6. Inventory for Pollution Prevention Pian.

The materials or substances listed below are expected to be present on site
during construction (To be filled In by Contractor).

Kn.‘m&o.-dn‘_’., S+l

7. Spill Prevention - Materlal Management Practices.

The following are the material managemant practices that will be used to reduce
the risk of spills or other accidental exposure of materials and substances to
storm water runoff.

Good Housekeeping:

The foliowing good housekeeping practices will be followed on site during the
construction project:
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the job.

. All materials stored on site will be stored in a neat, orderly manner in their
appropriate containers and, if possible, under a roof or other enclosure.

. Products will be kept in their original containers with original
manufacturer's label.

. Substances will not be mixed with another unless recommended by the
manufacturer.
. The site superintendent will inspect daily to ensure proper use and

disposal of materials on-site.

° Whenever possible, all of a product will be used up before disposing of
the container.

. Manufacturer's recommendations for proper use and disposal will be
followed.

Hazardous Products:

These practices will be used to reduce the risks of spills and releases associated
with hazardous materiais.

. Products will be kept in original containers unless they are not re-
sealable.

. Criginal labels and material safety data sheets will be retained.

) If surplus product must be disposed of, manufacturer’s or local and state

recommended methods for proper disposal will be followed.

. Manufacturer's recommendations for proper use and disposal will be
followed.

Spill Control Practices:

In addition to the good housekeeping and material management practices
discussed above, the following practices will be followed for spill prevention and
cleanup:

. Manufacturer's recommended methods for spill cleanup will be clearly
posted and site personnel will be made aware of the procedures and
location of the information and cleanup supplies.

. Materials and equipment necessary for spill cleanup will be kept in the
material storage area on-site. Equipment and materials will inciude, but
not be limited to, brooms, dust pans, mops, rags, gloves, goggles, kitty
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litter, sand, sawdust and plastic and metal trash containers spacifically for
this purpose.

All splils wlll be cleaned up immediately after discovery.

The spll area will be kept well ventilated and personnel will wear
eppropriate protective clothing to prevent injury from contact with
hazardous substance.

Spliis of toxic or hazardous materlal will be reported to the appropriate
state or local government agency, regardless of size.

The splil prevention plan will be adjusted to include measures to prevent
this type of spill from recurring and how to clean up the splil if there is
one. A desoription of the splil, what caused it and the cleanup meastures
wilt also be Included.

The Contraotor shall be responsible for day-to-day operations and will be
the splll prevention and cleanup coordinator. He will designate at least
two (2) other site personnel who will recelve aplil prevention and cleanup
training. These individuals will each become responsible for & particuiar
phase of prevention and cleanup. The names of responsible spll
personnel, listed below, will be posted in the materlal storage area and in
the office traller on-site.

Spill Prevention and Cleanup Coordinator:
Cesar Cantu ole (L
Printed Name Contraotor

Additional Tralned Splil Prevention and Response Personnel:

Frank Trudeau

Printed Name

Travis Red

Conftractor

Plote Construction Inc

Printed Name
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8. Contractor Required Submittals.

The Contractor and each subcontractor shall provide, as an attachment to their signed
Contractor Certification Statement, a narrative description of how they will complete with the
requirements in regard to the following items;

* Material Delivery, Storage and Use - Discuss where and how materials including
chemicals, concrete curing compounds, petroleum products, etc. will be stored to
prevent spills.

» Waste Management and Disposal — Discuss the procedures to be used to contain and
the method of disposa! for construction waste and litter.

e Sanitary Waste: Discuss how sanitary wastes will be contained and disposed along with
the locations of portable restroom facilities. A schedule of maintenance shall be
provided.

» Spill Response and Control — Describe the steps that will be taken to respond to, control,
and report chemical or petroleum spills which may occur. Procedures to address spills
in excess of RCRA reportable quantities must be provided.

» Concrete Residuals and Washout Wastes — Discuss the location and type of concrete
washout facilities to be used on this project and how they will be identified and
maintained.

s Vehicle and Equipment Cleaning and Maintenance — Ildentify where vehicle and
equipment cleaning and maintenance will be performed and what BMPs will be used for
spill containment and spill prevention, and containment and treatment of wash waters.

» Dewatering — Identify the controls which will be used for any dewatering operations to
ensure sediments will not leave the construction site.

Addendum No. 2
Contract RR-16-4277R J-18J July 31, 2018




ILLINOIS TOLLWAY CERTIFICATION STATEMENT

This certification statement is a part of the Storm Water Pollution Prevention Plan for the project
described below.

Project information:

Route Tr-State Tollway Marked 1-94
Section MP 21.86 10 26.25 Project No__ RR-16-4277R
County Lake and Cook

I certify under penalty of law that this document and all attachments were prepared under my
direction or supervision in accordance with a system designed to assure that qualified personnel
properly gathered and evaluated the information submitted. Based on my inquiry of the person
or persons who manage the system, or those persons directly responsible for gathering the
information, the information submitted is, to the best of my knowledge and belief, true accurate
and complete. | am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations.

Prepared By. Midwest Engineering Associates, Inc.
DESIGN SECTION ENGINEER

By:

Name/Title

Dated: 07/23/2018

OWNER: ILLINOIS STATE TOLL HIGHWAY AUTHORITY

Signed: Q)V‘—'Q-/\ %%_X}D E\(\\/. Planner

Name/Title Tol \wM
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CONTRACTOR CERTIFICATION STATEMENT
This cortification statement Is a part of the Storm Water Poltution Prevention Plan for the project
desoribed below.
Project Information:
Route Tr-State Tollway Marked __I-94
Secllon___MP 21.86 to MP 26.25 Projeot No__RR-16-4277R
County Lake and Cook

| certify under penalty of law that | understand the requirements outlined hereln and that | agree
to comply herewith; and that | will ensure that all Subcontractors working on the subjeot project

underatand and comply with said plan.
01-24-2019

Slgnatura Date
Project Manager
Title

Plote Construction Inc
Name of Firm

1100 Brandt Drive
Street Address

Hoffman Estates L 60192
City State Zlp Code

847-695-9300

Telephone Number

ATTACHMENT

Note: CONTRACTOR TO COMPLETE

Prepare additional signature pages as needed If the responsibllities of the Storm Water
Pollution Prevention Plan are split between contractora. - specify which ltem(s) these
sub-contractors assume responsiblility for.
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CONTRACTOR CERTIFICATION STATEMENT

This carlification statement Is a part of the Storm Water Pollution Prevention Plan for the project
described below.

Project Information:

Route Tr-State Tollway Marked __1-94
Section___MP 21,86 to MP 26.25 Project No__ RR-16-4277R
County Lake and Cook

| certify under penalty of faw that | understand the requirements outlined herein and that | agree
to comply herewith; and that | will ensure that all Subcontractors working on the subjact project
understand and comply with sald ptan.

ﬂé&(x:h— QJA‘L&( /~A5-/9

Signature Date
? e 5|\ A& LAY +
Title
AC XxRown, LLC
Name of Firm
1923 77 o\.

Street Address

Loms‘\ﬂo, I L PR ER
City - State Zip Code

10X -94724- Y7l

Telephone Number

ATTACHMENT

Note: CONTRACTOR TO COMPLETE

Prepare additional signature pages as needed If the responsibliities of the Storm Water
Pollution Prevantion Plan are split between contractors. - specify which item(s) these
sub-contractors assume responsibllity for.

R{\\\\-{io\rc‘\\l\j St ezl C‘metx, iowl—ed)
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CONTRACTOR CERTIFICATION STATE T
This certification statement Is a part of the Storm Water Pollution Prevention Plan for the project
described below.
Project Information:
Route Tr-State Tollway Marked ___|-94
Seclion______MP 21.66 to MP 26.25 Project No___RR-16-4277R
County Lake and Cook

| cerlify under penalty of law that | understand the requirements outlined herein and that | agree
to comply herewith; and that | will ensure that all Subcontractors working on the subject project
understand and comply with sald plan,

/'f)m 4,..‘,,', o-d4- 1§

Slgnatura' Date
Pos etom Mannese
Title

QLOQ.I.‘OQE Eleererc
Name of Firm

(4 [#

Street Address
Libor¥agcllg J< (0018
Clty State Zip Code

B LL,F0: 5A00

Telephone Number

ATTACHMENT

Note: CONTRACTOR TO COMPLETE

Prepare additional signature pages as needed If the responsibllities of the Storm Water
Pollution Prevention Plan are split between contractors. - specify which ltem{(s) these
sub-contractors assume responsibiiity for,
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CONTRACTOR CERTIFICATION STATEMENT

This certification statement is a part of the Storm Water Poliution Prevention Plan for the project
described below.

Project Information:

Route Tr-State Tollway Marked ___|-94
Section_______MP 21.86 o MP 26.25 Project No__RR-16-4277R
County Lake and Cook

| certify under penalty of law that | understand the requirements outlined herein and that | agree
to comply herewith; and that | will| ensure that all Subcontractors working on the subject project

understand and comply plan.

, S [-25~27
Signature Date
oyt Consgt, Hour.
Title /
A'ccégﬂ { igﬂ&'t C_“-."" __ﬂC-.
Name of Firm
-S-C_:_§ Sow v4 Koo re s 3
Street Address
ol 5 e -2_// G/ /
City State Zip Code
& 3o~ 9P 00 23"
Telephone Number
ATTACHMENT

Note: CONTRACTOR TO COMPLETE

Prepare additional signature pages as needed If the responsibllities of the Storm Water
Pollution Prevention Plan are split between contractors. - specify which item(s) these
sub-contractors assume responsibility for,
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